
SWITCH NOTES:
1. SWITCH TYPE: SINGLE POLE, DOUBLE THROW.
2. BROWN LEAD CLOSES AT TEMPERATURE RISE.
3. BLACK LEAD CLOSES AT TEMPERATURE DROP.

TWO WIRE DEFROST (BF75A-1 TO BF200A-1)
1. CONNECT BROWN WIRE TO "X”  WIRE IN
    EVAPORATOR UNIT.
2. CONNECT RED WIRE TO “2" RED WIRE IN
    EVAPORATOR UNIT.
3. CAP BLACK WIRE.

TWO WIRE FAN DELAY(BF75A-1 TO BF1000A-Z)
1. CAP BROWN WIRE.
2. CONNECT RED WIRE TO "2- RED WIRE IN
    EVAPORATOR UNIT.
3. CONNECT BLACK WIRE TO -2X- WIRE IN
    EVAPORATOR UNIT

THREE WIRE DEFROST (13F300A-2 TO BF1OOQA-2)
1. CONNECT BROWN WIRE TO "X”  WIRE IN
    EVAPORATOR UNIT.
2. CONNECT RED WIRE TO ”2” RED WIRE FROM
    EVAPORATOR UNIT.
3. CONNECT BLACK WIRE TO “2X” WIRE IN
    EVAPORATOR UNIT.
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New Thermostat should be 
installed to the hanger plate 
of the as close to the existing 
thermostat position.
( Part # 017084)
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